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In an earlier paper E11 the advantages of incorporating an 
open-ended or weakly-sealed squeeze-film bearing in a flexible 
support structure simulating an aero-engine assembly were 
examined. In the present paper attention is given to 
empirically modelling the hydrodynamics of the more usual 
tightly-sealed squeeze-film bearing, with a view to assessing 
its damping performance. 

INTRODUCTION 

A squeeze-film is an annulus of oil supplied between the 
outer race of a rolling-element bearing (or the bush of a 
sleeve bearing) and its housing. It is often used as a multi- 
directional damping element for the control of rotor 
vibrations. 

In most aeroengine applications, the purpose of the 
squeeze film is to introduce damping so that the rotor can 
safely negotiate any critical speeds and operate smoothly at a 
higher speed. The amount of damping can be quite critical: If 
it is too little, excessive movement will take place within the 
squeeze-film annulus, if too great the damper will act like a 
rigid link, making its presence superfluous . 

A squeeze-film damper is in effect a journal bearing in 
which the inner member does - not rotate. Hence, it is not 
possible to assign to it any linear stiffness coefficients 
which might allow the oil film to take any gravity or other 
static load, since such coefficients are directly dependent on 
journal speed. Any lift emanates instead from non-linear 
effects. For certain operating conditions, such as in the 
regions of critical speeds, where any static load is small 
compared to the dynamic load, circular concentric orbits could 
possibly be assumed, with the result that quasi-linear 
amplitude-dependent coefficients could be used. Linear 
analyses could. thus be carried out to obtain the vibration 
orbits in an interative fashion and transmitted forces could be 
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computed. For cases where the static load is not small a non- 
linear analysis is called for. Any analysis requires a 
specification of the effect of cavitation, which has a profound 
influence on the dynamic load-carrying capacity. Indeed, an 
uncavitated film may be shown to lead to the complete 
elimination of load-carrying capacity. 

In order to investigate closely the performance of the 
squeeze-film damper in this kind of application, an 
experimental rigid rotor [l] was designed and built to simulate 
an aeroengine gas turbine running at speeds up to 6000 rev/min 
in rolling-element bearings, one mounted into a housing with an 
annular gap constituting the squeeze-film damper. This damper 
was provided with a circumferential groove and supplied with 
oil at a prescribed pressure. Each land on either side of the 
groove was of diameter 130 mm and length 9 mm and the radial 
clearance of the squeeze-film was 0.216 mm. The purpose of the 
test rig is to study the orbits of vibration and dynamic 
squeeze-film pressures resulting from various degrees of mass 
unbalance. 

Notation 
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radial clearance of squeeze film 
seal gap 
journal eccentricity 
function of Z 
squeeze-film thickness 
nondimensional film thickness = h/c = 1 + Ecose 
radial width of seal 
bearing-land length 
effective rotor mass 
oil film pressure 
pressure using the long-bearing approximation 
pressure at maximum film thickness 
supply pressure 
cavitation pressure 
nondimensional film pressure = p/nw(R/~)~ 
nondimensional pressure at maximum film thickness 

nondimensional supply pressure = ~~/nw(R/c)~ 

Pcav/nw ( R/c 1 
static load per land 
dynamic load per land = mum* 

= Po/n~(R/c)~ 
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p1 ,p2 squeeze-film forces in radial, transverse directions 
Q p/mcc,J2 
QC Pc/mcw2 = u/c 
R bearing radius 
t time 
U eccentricity of mass unbalance 
z axial coordinate - 
z z / L  
a attitude angle measured in direction of unbalance 

B nondimensional viscosity = ~lR(L/c)~/mw 
Y end leakage flow coefficient 
E eccentricity ratio = e/c 
Il oil viscosity 
0 circumferential coordinate 
81 02 oil film boundaries 
x end-leakage factor (c/dI3 R/L 
w angular velocity of rotor. 

force rotation 

THEORETICAL TREATMENT 

The Reynolds equation, suitably adapted €or a squeeze-film 
bearing in which the inner member does not rotate, may be 
written in a nondimensional form as 

3 -  2 a  - =(x a s) + (z) =(h %) = 12(~'cos0 + Ea'sin0) , (1) 3 -  

az az 

where 

c 

h = h/c = 1+Ecos0 , 
- 
z = z/L , 

The variables are given in the notation. 

A common type of squeeze-film damper configuration with a 
central circumferential oil groove and without end seals was 
investigated in ref [l]. For such a damper, it was assumed 
that the oil flow in the circumferential direction was 
negligible when compared with the flow in the axial direction. 
This is known as the short-bearing approximation. Hence the 
first term on the left-hand side of eqn (1) was dropped. 
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Integrating twice with respect to y, and putting, 
7 - - 
p = p s a t z  - - - 1/2 
- 

and p = o a t T  = 1/2, 

gave 

This is the general expression for nondimensional pressure in a 
short squeeze-film with a circumferential oil supply groove and 
without end seals. 

The sealed squeeze-film 

It is not uncommon to use seals in squeeze-film dampers to 
reduce end-leakage and thus to increase the effective damping. 
This application, however, makes computations difficult to 
carry out since any mathematical model for predicting the 
squeeze-film pressure is dependent on the amount of oil leakage 
allowed by the seals. First, let us consider that the seals 
allow only small leakage from the ends of the damper. It is 
therefore assumed that the pressure gradient in the axial 
direction is negligible compared to that in the circumferential 
direction This is known as the long-bearing approximation. 
Hence eqn.(l) becomes 

a 3 ap 
a e  =(% -) = ~ ~ ( E ' c o s ~  + Ea'sine) ( 3 )  

The solution of-eqn ( 3 )  for pressure, satisfying boundary 
conditions p = po at (3 = 0, and 291 is readily available in the 
literature E21 and is quoted here as 

where Go is the nondimensional pressure at the maximuz film 
thickness. It could be taken as the supply pressure ps but 
more reasonably can be obtained from the short-gearLng pressure 
expression (eqn (2)) by setting the conditions p(B,z) = po at 
e = 0, and averaging over the land length. This gives 
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and ensures that pc( 0)in eqn ( 4 )  is not a function of ?. 
ps is used instead of &/2 since with sealing there wj-11 be 
little attenuation of ps. Eqn ( 4 )  is true only for squeeze- 
film bearings in which the pressure gradient in the axial 
direction is relatively small, or for bearings which have a 
large length to diameter ratio. 

It appears that neither the short-film model nor the long- 
film model offers a suitable solution from which to calculate 
the pressure distribution in a centrally-grooved and sealed 
squeeze-f ilm damper with a restricted but not necessarily small 
oil leakage. This is because the pressure gradients in both 
axial and circumferential directions should both be 
significant for such dampers. For this reason and for speed of 
computation using non-linear programs, an analytical pressure 
expression which includes the effect of axial oil flow as well 
as circumferential oil flow is essential in order to calculate 
the squeeze-film forces. 

To construct such an analytical model, let us assume that 
the pressure distribution in the y-direction in a centrally 
grooved and sealed squeeze-film damper is to be built up as 
illustrated in Fig.1. Now the boundary condition at = - 1/2 
is readily available as the oil supply pressure in the groove, 
- but the boundary condition at the ends of the squeeze-film (at 
z = 1/21 is dependent on the oil-leakage flow rate. For a 
given damper design this boundary condition may be specified by 
introducing an end-leakage factor, say A, and writing the 
boundary condition as 

in which X = 0 for full leakage and X = 1 for zero leakage. 
c 

pc( 0 )  is readily given by eqn (4) as the nondimensional 
pressure in the 0-direction for the relatively simple case of 
the long-bearing approximation. It should be noted that this 
allows pressure to be variable in the circumferential direction 
at the ends of the damper, whereas often the short-bearing 
approximation is used in conjunction with the specification of 
a constant pressure at the ends of the damper. 

Now using these boundary conditions as 

p = ps at z = - 1/2 - -  - 
- - 

and p = XT~(~) at z = 1/2, 

we obtain the final form of the modified pressure expression 

- 1 -  
+ p (- - z )  s 2  
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Fig. 2(a) shows a typical set of circumferential pressure 
distributions at the mid-land position for two different values 
of the factor A ,  together with the theoretical predictions for 
the short-bearing and the long-bearing film assumptions. Fig. 
2(b) shows a comparison of axial pressure distributions between 
the short-bearing and the modified film model for X = 0.09. 
The indication is that the modified film model may provide a 
useful approximation to the experimental case when the value of 
X is selected correctly. 

Calculation of squeeze-film forces with curtailment of 
negative pressure 

The squeeze-film forces Pi and P2 are obtained by 
integrating the squeeze-film pressure distribution in 
directions respectively along and normal to the line of centres 
of the journal and the bearing as follows: 

where 0 1  and 02 are the film boundaries in the circumferential 
direction. 

In this work, with a view to obtaining adequate 
predictions of vibration orbits, each numerical hydrodynamic 
pressure distribution was curtailed at its experimentally- 
observed negative pressure limit before integration to obtain 
the squeeze-film forces as in ref Ll]. 

Experimental tests 

Tests were first carried out using oil of viscosity 
6.15 cp, an end-plate clearance of 0.0635 mm and a supply 
pressure of 5 lbf/inZ gauge (345 kN/m2). Fig. 3(a) shows 
counter-clockwise orbits within the clearance circle of 0.216 
mm radius,and dynamic pressure recordings at a mid land 
position at the base of the damper, at various rotor speeds for 
Qc = 0.459, while Fig. 3(b) shows the corresponding numerical 
predictions, for which the value of the X factor used was 0 . 0 9 .  
The negative pressure limit noted in each experimental pressure 
recording was used as a limiting condition for the corres- 
ponding numerical computation of dynamic pressure. Similar 
comparisons for a higher value of Qc of 1.055 are given in 
Figs.4(a) and (b) again using a X factor of 0.09 for the 
numerical computations. These results show experimental 
vibration orbits and pressure waveforms in good agreement with 
their numerical counterparts. In all the experimental pressure 
waveforms the horizontal base line denotes atmospheric 
pressure. 

Effect of supply pressure on the damper performance 

Since the supply pressure is added linearly to the dynamic 
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v a r i a t i o n  i n  the  X factor appears to  be r e l a t i v e l y  small, i n  
p a r t i c u l a r  fo r  t i g h t  s ea l ing ,  t h a t  is l o w  values of d/c. 

SOME FURTHER CONSIDERATIONS OF THE OUTLET BOUNDARY CONDITION 

A s  a l ready pointed out  the o u t l e t  boundary condi t ion for 
t h e  sealed squeeze-film is dependent on the  o i l  leakage flow 
rate allowed by the  seals. A means of specifying t h i s  boundary 
condi t ion w a s  given by the in t roduct ion  of an end leakage 
f a c t o r  A .  S o m e  f u r t h e r  considerat ions r e l a t i n g  to  the 
in t roduct ion  of this X f a c t o r  w i l l  now be given. 

Assume a s o l u t i o n  to  t h e  Reynolds equation (eqn 1) of the  
f o r m  

w h e r e  f ( y )  and Tc( 9 )  are funct ions for  pressure  i n  the a x i a l  
and c i rcumferent ia l  d i r e c t i o n s  respec t ive ly ,  the  l a t t e r  being 
spec i f i ed  a t  the mid-land pos i t i on .  Subs t i t u t ing  eqn (7) i n t o  
eqn (1) and dividing by pc( 9 1 3 ,  gives 

R ) 2  d2f  = o  - 
b + g2 f ( 7 )  - IZ - 

dz2 

w h e r e % =  1 2  ( E '  cos9 + Ea' s i n 9 ) / p c  ( 8 )  r3, and 

The so lu t ion  of eqn (8) for f ( y ) ,  w i t h  g2 being t r e a t e d  as  a 
parameter, i s  s t r a i g h t  forward, and is  of t he  form 

where C1 and C2 a r e  constants  to  be determined from the 
boundary condi t ions.  For the  damper under considerat ion these 
boundary condi t ions are: 

- -  - - 
p ( 8 , z )  = ps a t  z = - 1 / 2 ,  

and a boundary condi t ion a t  
consider ing the a x i a l  flow balance across any u n i t  
c i rcumferent ia l  area around the s e a l  as  

= 1 / 2  which can be obtained by 

where d is the  end seal gap width, 
R is  the e f f e c t i v e  length of the  gap, 
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pressure,  the e f f e c t  on the  v ib ra t ion  orbits of a higher supply 
pressure  should t h e o r e t i c a l l y  be akin to  t h e  e f f e c t  of a l o w e r  
negat ive pressure.  I n  f a c t ,  an increase  i n  the supply pressure 
would r e s u l t  i n  a reduction i n  t he  o r b i t  s i z e ,  and s u f f i c i e n t  
increase would suppress the  negative pressure  region completely 
and thus e l imina te  the load carrying c a p a b i l i t y  of t he  squeeze- 
f i lm C31. T o  show the  e f f e c t  of supply pressure on the  
v ib ra t ion  o r b i t s  and c a v i t a t i o n  pressure,  a set  of experimental 
recordings is given i n  Fig. 5 ( a )  fo r  Qc equal to  1.055. 
Fig.  5 (b )  shows the  corresponding numerical p red ic t ions  fo r  
x = 0.09. For these tests supply pressures  of 5, 25 and 45 
p i g  (34.5, 172 and 310 k N / m z )  w e r e  used. From these  f igu res ,  
it can be seen that  the  reductions i n  the  orbi t  s i z e  are 
s u b s t a n t i a l  between 5 and 25 psig , whi l s t  t he  reduct ions 
between 25 and 45 ps ig  are r e l a t i v e l y  s m a l l .  An accompanying 
f e a t u r e  i s  the development of negative pressure w i t h  increase 
i n  supply pressure,  as  can c l e a r l y  be seen i n  the  recordings of 
dynamic pressure.  This may be due to  the  f a c t  t h a t  for  5 psig,  
venting from atmosphere takes  place,  while f o r  higher  supply 
pressures  t h i s  is prevented by continuous f lush ing .  Such 
f lush ing  would remove cav i t a t ion  bubbles and a l l o w  the tension 
sp ikes  to f o r m  as shown a t  t he  higher  supply pressures .  I t  is 
also i n t e r e s t i n g  t o  note t h a t  no s i g n i f i c a n t  rise i n  the  
p o s i t i v e  peak pressure l e v e l  w a s  observed or predicted with 
increase  i n  supply pressure,  probably due t o  the  accompanying 
reduction i n  o r b i t  s i z e .  

E f f e c t  of t h e  sea l ing  gap on damper performance 

The next phase of the present  work w a s  t o  inves t iga t e  the  
e f f e c t  of end-plate s ea l ing  on damper performance and thus t o  
g ive  a graphical  es t imat ion for  the value of the  X f a c t o r  fo r  a 
given end-plate clearance. For convenience t e s t i n g  w a s  f i r s t  
c a r r i e d  o u t  fo r  a supply pressure  of 5 psig.(345 k N / m z ) .  Three 
d i f f e r e n t  end-plate c learances of 0.114 mm, 0.139 m and 
0.216 mm w e r e  used ,  being set by the  i n s e r t i o n  of spacing 
shims. The experimental recordings shown i n  Fig.  6 ( a )  a r e  for  
a Qc value of 0.549, a speed of 3500 rev/min and f o r  an o i l  
v i c o s i t y  of 6.15 cp. These compare with the  d isp lay  of Fig. 
3 ( a )  (3500 rev/min) f o r  a sea l ing  gap of 0.0635 m. Fig.  6 ( b )  
shows the  corresponding numerical p red ic t ions .  For each 
sea l ing  gap the  value of the m o s t  appropr ia te  X f a c t o r  is given 
i n  the  f igures .  From these  comparisons, it can be seen t h a t  
the general  s i z e  of t h e  orbi t  increases  w i t h  increase  i n  t he  
value of end-plate c learance.  Good agreement can also be 
observed between the  experimental recordings and the  numer ica l  
p red ic t ions  f o r  both orbits and pressure waveforms. F r o m  a 
wide range of r e s u l t s ,  covering a v a r i e t y  of rotor speeds, 
supply pressures  and unbalance ratios u / c , a  p l o t  of the A 
factor aga ins t  the end-clearance ra t io  (def ined a s  the  r a t i o  of 
end-plate c learance t o  the  damper r a d i a l  c learanee)  is shown i n  
Fig.  7. I t  ind ica t e s  t h a t  for a given end-clearance the  
appropr ia te  value of the f a c t o r  i s  increased with increase  i n  
o i l  v i scos i ty .  H o w e v e r ,  given the  v i s c o s i t y  range used, the 
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p and ap/az are the p r e s s u r e  and the p r e s s u r e  
g r a d i e n t  a t  the end of the damper (z = L/2)  
r e s p e c t i v e l y .  

T h i s  boundary c o n d i t i o n  has been used by M a r m o l  and Vance C5l 
w i t h  s o m e  s u c c e s s .  Rearranging and w r i t i n g  i n  nondimensional 
f o r m ,  we  o b t a i n ,  

p ( e i )  = = - yh” (G atz = 1 / 2 ,  

w h e r e  y = ( c / d ) 3  R/L, and is in t roduced  as a f low c o e f f i c i e n t .  

Thus, i n  t e r m s  of the f u n c t i o n  f(y), these boundary 

- 
a z  

c o n d i t i o n s  are: 
- f(y) = ps/pc(B) a t  = - 1 / 2 ,  and 

f(z) = - y? d f / d T a t y =  1 / 2 .  

I n s e r t i n g  the above boundary c o n d i t i o n s  i n t o  eqn (9) and 
s o l v i n g  for C1 and C2, we o b t a i n  

w h e r e  

Equat ion  ( 9 )  for the f(;) f u n c t i o n  a lso r e q u i r e s  the f u n c t i o n a l  
f o r m  of g z .  Observing that  as L / R  + Q), d f / d y  -f 0 and f -+ 1, 
t h e n  f r o m  eqn (8) g2 becomes 

- 
9 2  = - b = - 1 2  ( E ’ c O s e  + t za’s ine) /pc(e)h”  (11) 

w h e r e  pc( 0 )  is the nondimensional p r e s s u r e  f r o m  the long- 
b e a r i n g  approximation of the Reynolds equa t ion .  Having 
o b t a i n e d  the r e q u i r e d  f u n c t i o n s  the p r e s s u r e  can t h e n  be found 
f r o m  eqn (7) as 

- 
e -  - 
p ( e , z )  = pc(e)  ( ~ 1  egLy/R + c2 e-gLz/R + 1) ( 1 2 )  

w h e r e  g, C 1  and C2 are c a l c u l a t e d  f r o m  eqns (11) and ( l o ) ,  
r e s p e c t i v e l y :  Equat ion  ( 1 2 )  is a general p r e s s u r e  expres s ion  
for any f i n i t e - l e n g t h  squeeze-f i lm damper w i t h  c e n t r a l  
c i r c u m f e r e n t i a l  o i l  supp ly  and end-sea ls .  A s i m i l a r  approach 
w a s  used by Barret t  e t  a1 [61 b u t  for an open-ended j o u r n a l  
b e a r i n g .  I t  w a s  shown to  g i v e  reliable r e s u l t s .  
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respect of orbit size and pressure wave form. From Fig. 8(a), 
it can be seen that even with the full sealing condition 
(y + -) the corresponding peak pressure is considerably smaller 
than that obtained from the long-bearing approximation. For 
full leakage (y = o)# the finite-length solution is nearly 
identical to the short-bearing solution, as is expected due to 
the small L/R ratio employed in the test bearing. As far as 
the specification of the end boundary condition is concerned, 
similarity (but not equality) can be observed in Fig. 8(c) 
between the pressure profiles obtained from the two different 
approaches of using the X factor of 0.09 and the y coefficient 
of 2 7 .  

To give a graphic view of the approach, two sets of 
numerical orbits and pressures are shown in Figs. 9(a) and (b), 
using respectively values of y of 27 and - (the full sealing 
condition). These results should be compared with the 
experimental recordings of Fig. 3(a) and the numerical 
predictions of Fig. 3(b). From these comparisons, it can be 
seen that, even with full-sealing ( y  = -)the predicted orbits 
are considerably larger than the experimental ones and the ones 
predicted by using the X factor of 0.09, in particular for the 
case of 5800 rev/min. A reversal in the position of the sharp 
"tail" between 3500 and 4000 rev/min was not observed when 
using the y coefficient. The numerical pressure waveforms of 

reement with 

az 
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From eqn (7) the pressure gradient is 

Hence, 

Comparing this with the equation, 

shows that X replaces 

( -  yh’ af) . 
az 

There are two possible reasons why equation (13) does not give 
satisfactory results. These may be enumerated as follows: 

1) The leakage flow through the end seals may not be truly 
radial. However, even if a screw type of flow is assumed 
by increasing y say, we have seen (Fig. 9(b)) that this 
still does not give adequate agreement with the 
experimental results, even when y = m .  

2) Equation (13) assumes reverse flow f r o m  the seals 
when the pressure p is negative. However, this does 
not seem likely since there is no oil reservoir behind the 
seals, and indeed in the experiments, ingress of air was 
the more likely occurrence. 

Thus, while there is no obvious parametric link between X 
and the dimensions of the end seals, the X approach appears to 
be one to give adequate predictions of vibration orbit and 
dynamic squeeze-film pressure. Fig. 7 can then be used to 
establish an empirical link between parameters. 

CONCLUSIONS 

The work presented in this paper has dealt with the 
performance of the sealed squeeze-film damper when used in 
aero-engine applications. In such applications, the operation 
of the damper is governed by five nondimensional groups. These 
groups are the nondimensional static force Q, the nondimen- 
sional dynamic force Qc, the noEdimensiona1 viscosity 6, the 
nondimensional supplx pressure ps and the nondimensional 
cavitation pressure Pcav. Good agreement has been observed 
between experimental observations and numerical predictions 
using an empirical leakage factor, over a wide range of 
operating parameters. This work has also demonstrated 
experimentally that sustained lift of the rotor in the squeeze 
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film annulus can be obtained without the use of 
support stiffness, and the squeeze-film was sho 
this lift by the assumption of a cavitated film 

It has been shown that the use of an end-le 
has resulted in SUC ssful predictions of vibrat 
dynamic pressures i the sealed squeeze-film. It has been 
demonstrated experimentally that the dampi can be increased 
effectively by decreasing the sealing gap d a means of 
determining X for a given gap has been given graphically. One 
indication was that this gap should be made less than half the 
damper radial clearance to achieve effective damping. 

There remains the problem of needing to know in advance 
the value of negative pressure to adopt for curtailing the 
squeeze-film pressure during computation of the squeeze-film 
forces and orbits in any given application. Experimental 
recordings of dynamic pressure show that this negative pressure 
appears to take one of three approximate values: 

(i) Approximately atmospheric, when the supply pressure 
is not great enough to prevent ingress of atmospheric 
air, which fills the cavitation zone: 

exist due to the liberation of dissolved gases and 
fluid vapour. The supply pressure here has to be 
somewhat higher to prevent ingress of air, but is 
still not high enough to flush the bubbles away: 

supports tension, many cavitation bubbles in the 
previous cycles being flushed away by a fairly high 
supply pressure. 

(ii) Approximately absolute zero, when cavitation bubbles 

(iii) Lower than absolute zero, when the oil temporarily 

For the bearing assembly considered in this work, when 
used under most engine conditions, it could reasonably be 
expected that much of the performance could be such as to 
produce cavitation pressures in the third region when a value 
of about -40 psig seems a fair average. This is based on the 
assumption that the external oil pressure at the squeeze-film 
groove is likely to be around 40 - 50 psig. It is suggested 
that, given the highly complicated mechanism of negative 
pressure development in the squeeze-film, reliance can be 
placed on the use of irly high supply pressures to ensure a 
measure of cons isten in the negative pressure at which film 

* assumed to occu 
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